
136-2000-16D – Lightweight Medium Pressure Flareless Hose Fittings –
Straight, Flareless

Description

Aluminum Fittings in accordance with MIL-DTL-83798.
Finish: Aluminum Alloy, anodized in accordance with MIL-A-8625, Type II, Class 2. Steel,
cadmium plated (zinc plating option per ASTM B633 Type II, F/Zn 5) in accordance with AMS-QQ-
P-416.

PRODUCT TYPE

1. simple

PRODUCT CAT

1. Defense
2. Aerospace Hose & Fittings
3. Fittings
4. Lightweight Medium Pressure Hose Fittings
5. Lightweight Medium Pressure Flareless Hose Fittings - Straight Flareless

PRODUCT SHIPPING CLASS

1. Taxable Goods

PA DIMENSION-H-IN

1. '0.791

PA DIMENSION-K-IN

1. '1.500

PA DIMENSION-M-IN
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1. '1.74

PA HOSE-SIZE-IN

1. '1

PA INSERT-ASSEMBLY-NO

1. 137-2000-16D

PA MIL-SPEC

1. M83798/4

PA NSN-NO

1. '4730-00-936-2364

PA SOCKET-ASSEMBLY-NO

1. '136-900-16D

PA THREAD-SIZE-T

1. 1-5/16"-12

PA TYPE-1

1. Complete Fitting

Date
2025/07/26
Date Created
2024/03/22
Meta Fields
Tax Status : none Manage Stock : no Stock Status : instock

Sku : 136-2000-16D
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