
6GP81-8 – Brass Angle Hose Valve

Description

These valves comply with MIL-V-24109

Water, oil and gas service
Material: Bronze body
Normal Temperature Range: -20ºF to +230ºF

Union nuts and tailpieces provide sil-braze, socket weld, butt weld, male/female straight and pipe
thread connections.

PRODUCT TYPE

1. simple

PRODUCT CAT

1. Defense
2. Technical Products - Valves & Fittings
3. Valves & Accessories
4. Union End Angle Valves
5. 6GP81 Series Union End Angle Plug/Globe Valves

PRODUCT SHIPPING CLASS

1. Taxable Goods

PA APPROX-DIMENSION-B-CLOSED-IN

1. '9-3/8

PA APPROX-DIMENSION-B-OPEN-IN

1. '10-3/8
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PA APPROX-DIMENSION-D-IN

1. '14

PA CPV-O-SEAL

1. '381

PA DIMENSION-C-IN

1. '4-1/2

PA MATERIAL

1. Bronze Body

PA REFERENCES

1. Technical Products Valves & Accessories Valve Information for TECH-O-SEAL Valves
(Catalog 1220).pdf

PA THREAD-SIZE-E

1. '3-3/4"-12

Date
2025/01/05
Date Created
2024/03/22
Meta Fields
Tax Status : none Manage Stock : no Stock Status : instock

Sku : 6GP81-8
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