
90ELB-LFS-48 – End Fittings – 90º – Hose to Hose

Description

Use with the following hose: Polyester reinforced polyurethane hose P/N HSSA

PRODUCT TYPE

1. simple

PRODUCT CAT

1. Hose to Hose

PA APPLICABLE-HOSES

1. Polyester reinforced polyurethane hose P/N HSSA

PA COMPONENT-1

1. Required per Assembly - 1 Description - Elbow C18297 Material - Nickle Aluminum Bronze
in accordance with ASTM B148 C95300

PA COMPONENT-2

1. Description - Segment Required per Assembly - 4 D18261 Material - Aluminum Bronze in
accordance with MIL-B-24480 C95800

PA COMPONENT-3

1. Description - Bolt Required per Assembly - 4 B17673-1-MP Material - Monel in accordance
with QQ-N-286

PA COMPONENT-4

1. Required per Assembly - 4 Description - Nut B18176-MP Material - Monel in accordance
with QQ-N-281
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PA COMPONENT-5

1. Description - Washer Required per Assembly - 4 B18175-MP Material - Monel in accordance
with QQ-N-281

PA COMPONENT-5A

1. Description - Gasket Material - Buna-N Required per Assembly - 2 C18278-4

PA DIM-A-IN

1. '5.18

PA DIM-B-IN

1. '5.50

PA DIM-C-IN

1. '3.810

PA DIM-D-IN

1. '2.94

PA DIM-E-IN

1. '2.62

PA DIM-G-IN

1. '2.09

PA ESTIMATED-WEIGHT-LBS

1. 15

PA HYDRASEARCH-DRAWING-NO

1. C18279

PA IPS-SIZE-IN

1. '3

Date
2025/07/02
Date Created
2024/02/19
Meta Fields
Tax Status : none Manage Stock : no Stock Status : instock

Sku : 90ELB-LFS-48
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