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All Dimensions are in Inches.
Dimensional information is for reference only.
Variations from these dimensions, on actual parts, may occur as the result of engineering revisions.

Underway Replenishment Products
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FC91 COUPLINGS

Hydrasearch FC91 hose couplings are manufactured i.a.w. MIL-C-24356 for
use in conjuction with MIL-H-22240 hose used in refueling-at-sea operations.
The assembly tool found on page 63 is required to install this coupling.

Cut hose squarely to length
using a sharp knife.

Step 1.

Place the flat segment retain-
ing band on the hose.

Step 2.

Place the segment retaining
ring on the nipple and push the
hose on the nipple until it bot-
toms squarely on the shoulder
of the nipple.  No lubrication is
required.

Step 3.

Turn the assembly upright, if
possible, and hook the seg-
ments into the retaining ring
and space them evenly
around the hose.

Step 4.

Step 5.

Close the assembly and
tighten nuts alternately to
ensure segments are
evenly drawn together.

Step 6.

Place the assembly tool
around the segment so the
locating pin in each pad fits
into the corresponding hole
in each segment.

Segment 
Retaining Ring

Locating
Hole

Segment Flat Segment 
Retaining Band

Locating Pin

Proper segment compres-
sion is reached when the
flat segment    retaining
band can be slipped down
over the segments.  The
convex I.D. of the band
must mate squarely with the
concave groove in the seg-
ments.  If necessary, the
band may be tapped lightly
into place with a plastic or
rubber     mallet.  Loosen
the assembly tool nuts and
remove the tool.

Step 7.

Nipple

Assembly Tool

Coupling Assembly
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Fraction-Decimal Conversion

All Dimensions are in Inches.
Dimensional information is for reference only.
Variations from these dimensions, on actual parts, may occur as the result of engineering revisions.
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